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Features

¢ White finish, wall or ceiling mount

e Choice of two lenses

e Up, down and front lighting options available
e UL Listed

Specifications

e Ballasts are thermally protected Class P, non-PCB and
UL listed. Electronic ballasts are sound rated “A”.

e Housings are formed from cold rolled steel and
painted with a high-gloss, baked white enamel finish
after multi-stage cleaning and a phosphate coating to
inhibit rust, has been applied.

e Tixture is designed for ceiling or wall mounting and is
available in 2, 3 or 4 ft lengths.

e Standard diffuser is 100% translucent virgin acrylic.

Application

Commercial or residential
Corridors

Bathrooms
Hospitals Optional Oak Metal Ends

Eldercare facilities

Hotel and motel facilities D Iﬁ: user O ptl on
O pt | ons e Opal acrylic lens

e Polycarbonate lens

120 volt
277 volt i
Multi-volt (120-277v, 50 or 60 Hertz) Accessorles
0 Degree F

Dimming

THD less than 10% - instant start

THD less than 10% - rapid start
Program Start

Low Watt (Low Ballast Factor)

High Light output (High Ballast Factor)
Dual level wiring

Emergency battery pack

Switch — 120 volt only
Convenience outlet — 120 volt only
4-way switches — 120 volt only
Directional baffles

Radio interference filters

Fuses

Tamper resistant/rough service
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