
Features
• Wrap style lens
• Solid oak, handcrafted ends
• Clear prismatic lens
• UL Listed

Specifications
• Ballasts are thermally protected, class P, non -PCB and

UL listed.  Electronic ballasts are sound rated “A”.
• Housing is formed from cold-rolled steel and

painted with a high-gloss, baked white enamel 
finish after multi stage cleaning and a phosphate
coating to inhibit rust has been applied.

• Fixtures can be surface or pendant mounted.
• Available in 2’, 3’, 4’and 8’ lengths with 2, 3 or 4

lamps.
• Diffuser is 100% virgin acrylic and hinges from

either side for easy maintenance.
• Oak ends can be stained to match your décor.

Stain colors:   N=NATURAL   M=MEDIUM  
D=DARK  U=UNSTAINED
W=WHITE WASH

Lens
• Opal lens available
• Break resistant 50% DR Acrylic available

Application
• Commercial or residential
• Kitchens
• Offices
• General lighting

Options
• 120 volt 
• 277 volt
• Multi-volt (120-277v, 50 or 60 Hertz)
• 0 Degree F
• Dimming
• THD less than 10% - instant start
• THD less than 10% - rapid start
• Program Start
• Low Watt (Low Ballast Factor)
• High Light output (High Ballast Factor)
• Dual level wiring
• T12 Configurations (Subject to Federal Law)

Concept 5000 Series
2’ TO  8’  -  2, 4 & 8 LAMPS
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