
Features
• White 1 7/8” deep under cabinet
• Four lengths available
• Ribbed translucent white lens
• UL Listed

Specifications
• Ballasts are thermally protected Class P, non-PCB and

UL listed.  Electronic ballasts are sound rated “A”.
• Housings are formed from cold rolled steel and

painted with a high-gloss, baked white enamel finish
after multi-stage cleaning and a phosphate coating to
inhibit rust, has been applied.

• Standard diffuser is 100% virgin ribbed white acrylic.

Application
• Commercial or residential
• Kitchens
• Offices
• Laundry rooms

Options
• 120 volt 
• 277 volt
• Multi-volt (120-277v, 50 or 60 Hertz)
• 0 Degree F
• Dimming
• THD less than 10% - instant start
• THD less than 10% - rapid start
• Program Start
• Low Watt (Low Ballast Factor)
• High Light output (High Ballast Factor)

UC Series
UNDER CABINET

U T I L I T Y  F L U O R E S C E N T  L I G H T I N G

1298 S. Kalamath Street, Denver, Colorado 80223  •  Phone: 303-744-3488   Fax: 303-778-0360

Catalog Number Type

Accessories
• Cords – 120 volt only
• Convenience outlet – 120 volt only
• Switch – 120 volt only
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